Composite materials are widely employed in the naval, aerospace and transportation industries owing to the combination of being lightweight and having a high modulus of elasticity, strength and stiffness. Drilling is an operation generally used in composite materials to assemble the final product. Damages such as the burr at the drill entrance and exit, geometric deviations and delamination are typically found in composites subjected to drilling. Drills with special geometries and pilot holes are alternatives used to improve hole quality as well as to increase tool life. The present study is focused on the drilling of a sandwich composite material (two external aluminum plates bound to a polyethylene core). In order to minimize thrust force and burr height, the influence of drill geometry, the pilot hole and the cutting parameters was assessed. Thrust force and burr height values were collected and used to perform an analysis of variance. The results indicated that the tool and the cutting speed were the parameters with more weight on the thrust force and for burr height they were the tool and the interaction between tool and feed. The results indicated that drilling with a pilot hole of Ø4 mm exhibited the best performance with regard to thrust force but facilitated plastic deformation, thus leading to the elevation of burr height, while the lowest burr height was obtained using the Brad and Spur drill geometry.
Introduction
Sandwich panels are structural composites with two outer sheets, or faces, which are separated by and adhesively bonded to a thicker core [1] . The use of sandwich materials is present in different industries such as civil, naval, aerospace and transportation. Advantages such as the ability to provide high bending stiffness, buckling and fatigue strength, and a lightweight structure are characteristics of sandwich panels and the most relevant property of sandwich composites in comparison with other laminate composites is their high strength-to-weight ratio [2] .
Cutting operations such as drilling are frequently applied to sandwich materials in order to allow joining using bolts, rivets and screws. Typical drilling-related damage is: delamination, presence of burrs, circularity error and geometric damage, which can impair the performance of the finished component.
Delamination due to thrust force is one of most complex defects induced by drilling [3] . This problem has been defined as an inter-ply failure phenomenon [4] . According Khoran et al. [2] , the feed rate is the factor that has the greatest influence on the delamination in a sandwich material. In the drilling of a sandwich panel there are at least two damaged regions in the top (push out) and bottom (peel up) in the delamination form [2, 5] . In the study conducted by Tsao and Hocheng [6] , the influence of drill geometry on delamination was investigated and the results showed that twist drills caused more severe damage in comparison with candlestick drills, core drills, saw drills and step drills.
Another difficulty found when drilling is the presence of burrs, especially when machining ductile materials. Burrs may occur at the entrance and/or at the exit of the hole as a consequence of uncut material which is plastically deformed [7] .
Circularity deviations are often studied in order to assess hole quality. Circularity is a condition of a surface where all points of the surface intersected by any plane perpendicular to an axis are equidistant from that axis and circularity tolerance specifies a tolerance zone bounded by two concentric circles within which each circular element of the surface must lie [8] . Zitoune et al. [9] investigated the effect of drill diameter, spindle speed and feed rate on thrust force, torque, surface finish, circularity and hole diameter in the drilling of carbon fiber-reinforced plastic/aluminum stacks using cemented carbide drills (ISO grade K20). The results showed that the circularity error increased with the feed rate. In contrast, the spindle speed did not significantly affect the hole quality.
The machining process of thermoset polymers, such as polycarbonates, polymethylmethacrylate (acrylic glass), polyetheretherketone, and other semi-crystalline thermoplastics, must reach a specific temperature level (glass transition temperature) this high heat transfer can significantly affect the integrity of the material. Based on these observations, Lizardo et al. [10] reported that temperature plays a vital role in the machining of plastic material as it directly influences the rate of tool wear and the final surface finish of a workpiece material. In the last decade, the problems associated with the precision and efficiency in cutting composites have become an important issue in the manufacturing industry. Investigations on the machining mechanisms and production cost, such as those related to tool wear, selection of machining parameters and control of surface finish, have been carried out. In this way, much research has been reported to investigate the machinability of a wide variety of reinforced polymeric materials. However, few papers are available to discuss the machining parameters of engineering polymers and their effect on the surface finish [11] .
In their work, Gutiérrez et al. [12] studied the influence of feed rate, cutting speed and tool geometry on thrust force, specific cutting pressure and hole dimensional deviations for drilling unreinforced polyamide (PA6) and on polyamide reinforced with 30 wt % glass fiber (PA66-GF30) using tungsten carbide drills (ISO grade K20) with different tip angles. The results clearly indicate the superior machinability of the reinforced material compared with the unreinforced polyamide due to the better physical and mechanical properties.
In order to minimize the damage related to drilling, a range of cutting parameters and drill geometries together with a pilot hole is used. Figure 1a -d show typical drill geometries employed for the machining of composites: twist drill, step drill, Brad and Spur and core drill, respectively. One must bear in mind that damage in composites can be reduced when the machining forces are converged to the center of the drill, as in the case of the candlestick geometry. feed rate is the factor that has the greatest influence on the delamination in a sandwich material. In the drilling of a sandwich panel there are at least two damaged regions in the top (push out) and bottom (peel up) in the delamination form [2, 5] . In the study conducted by Tsao and Hocheng [6] , the influence of drill geometry on delamination was investigated and the results showed that twist drills caused more severe damage in comparison with candlestick drills, core drills, saw drills and step drills. Another difficulty found when drilling is the presence of burrs, especially when machining ductile materials. Burrs may occur at the entrance and/or at the exit of the hole as a consequence of uncut material which is plastically deformed [7] .
In order to minimize the damage related to drilling, a range of cutting parameters and drill geometries together with a pilot hole is used. Figure 1a -d show typical drill geometries employed for the machining of composites: twist drill, step drill, Brad and Spur and core drill, respectively. One must bear in mind that damage in composites can be reduced when the machining forces are converged to the center of the drill, as in the case of the candlestick geometry. Zitoune et al. [13] studied the drilling of a carbon fiber-reinforced polymeric composite using drills with different geometries in order to evaluate cutting forces and hole quality. It was found that the double cone drill geometry promoted lower thrust force values in comparison with a standard twist drill.
The effect of a pilot hole on thrust force when drilling carbon fiber-reinforced plastic using a saw drill was investigated by Tsao [14] . The pilot hole was used to eliminate the thrust caused by the chisel edge of the twist drill. The author concluded that a small ratio of the pilot hole to the drill diameter promotes early initiation of the bending mechanism and results in a large thrust force.
In this work, the drilling of a sandwich composite is studied and the thrust force and burr height have been measured. Distinct drill geometries and pilot holes were utilized. The influence of the tool geometry, pilot hole and drilling parameters was assessed by means of the analysis of variance.
Materials and Methods
The materials and experimental procedure used in this research work are depicted below.
Material
The investigated work material is a sandwich composite is made of a polyethylene (PE) core with density of 0.92 g/cm 3 bound to two Al Mg 1 H2 (EN AW-ALMG-5005) aluminum alloy external plates. Figure 2 shows the typical behavior of the sandwich composite under tension with a detail of a fractured specimen and Table 1 summarizes the obtained mechanical properties (modulus of elasticity, tensile strength and elongation). The dimensions of the specimens are 100 mm × 120 mm × 4 mm. Zitoune et al. [13] studied the drilling of a carbon fiber-reinforced polymeric composite using drills with different geometries in order to evaluate cutting forces and hole quality. It was found that the double cone drill geometry promoted lower thrust force values in comparison with a standard twist drill.
Materials and Methods
Material
The investigated work material is a sandwich composite is made of a polyethylene (PE) core with density of 0.92 g/cm³ bound to two Al Mg 1 H2 (EN AW-ALMG-5005) aluminum alloy external plates. Figure 2 shows the typical behavior of the sandwich composite under tension with a detail of a fractured specimen and Table 1 summarizes the obtained mechanical properties (modulus of elasticity, tensile strength and elongation). The dimensions of the specimens are 100 mm × 120 mm × 4 mm. 
Cutting Tools
Tungsten carbide drills (length of 62 mm and diameter of 5 mm) with the following geometries and grades were tested as cutting tools: Brad and Spur (ISO grade K10), twist drill with two cutting edges and twist drill with three cutting edges (both ISO grade K30). When applicable, pilot holes with Ø2, Ø3 and Ø4 mm were drilled prior to tests using the twist drill with two edges. Figure 3 shows the geometries of the drills used in the experimental work. 
Experimental Set-Up
Drilling experiments were conducted on a machining center with 7.5 kW spindle power and maximum spindle speed of 7500 rpm. Thrust force was measured with an extensometric dynamometer. Burr height was assessed with a GSZ 2T toolmakers microscope (Askania, Rathenow, Germany). Table 2 presents the factors and levels employed in the experimental work and Figure 4 shows the experimental set-up. A full factorial experimental design was employed and each drilling condition was replicated once, thus resulting in 144 tests. 
Results and Discussion
The Table 3 shows the results for the thrust force and burr height. The analysis of variance (ANOVA) was carried out, aimed at verifying whether the main factors and their interactions are statistically significant within a 95% confidence interval. P-values lower than or equal to 0.05 indicate that the main factor or the interaction significantly affects the studied response. These values are underlined in Table 4 and bold figures indicate significant factors of superior order which will be 
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Results and Discussion
The Table 3 shows the results for the thrust force and burr height. The analysis of variance (ANOVA) was carried out, aimed at verifying whether the main factors and their interactions are statistically significant within a 95% confidence interval. P-values lower than or equal to 0.05 indicate that the main factor or the interaction significantly affects the studied response. These values are underlined in Table 4 and bold figures indicate significant factors of superior order which will be evaluated. Moreover, the correlation coefficient (R 2 adj) for the model is presented. As far and the thrust force results are concerned, it can be noted that this parameter is statistically affected by all factors and their interactions, except for the interaction between tool, cutting speed and feed rate. In the case of burr height, the cutting speed is the only factor which does not possess a significant influence. Figure 5 shows the behavior of the thrust force when drilling the composite sandwich using the twist drills (with two and three cutting edges) and the Brad and Spur drill. Despite the difference in values, for both twist drills the thrust force initially increases to reach its maximum as the first aluminum plate is cut, followed by a sudden decrease when the polymeric material is drilled due to its lower strength. The thrust force increases again when the second aluminum plate is drilled, however, with a considerably lower maximum due to the absence of backing. The thrust force for the twist drill with three edges was higher because its point angle is 150 • while the point angle of the twist drill with two edges is 118 • . A distinct trend is observed for the Brad and Spur drill: initially, while only the central cutting edge is in contact with the work material, the thrust force is the result of plastic deformation rather than shearing due to the null cutting speed at the center of the drill. The thrust force increases further to reach its maximum as the cutting edge penetrates the first aluminum plate, followed by a drastic decrease while the polyethylene layer is cut. A third peak of lowest intensity is observed when the second aluminum plate is drilled. Figure 6 shows the interaction plot for the thrust force. The principal factors, as well as the second-order interactions, significantly affect the thrust force. The tool and the cutting speed were the parameters with more weight on the thrust force. The increase in the cutting speed caused a decrease in the thrust force due to the elevation of temperature, which softens the matrix, thus reducing its strength, as reported by [15] . In general, an increase in the feed rate leads to a higher thrust force associated with the elevation of the shear area, similar to the results reported by [3] . Not surprisingly, drilling after generating a pilot hole required lower thrust force values and the higher the pilot hole diameter, the lower the force. 
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Burr occurs as a consequence of plastic deformation that takes place when the thickness of the material to be removed cannot withstand the acting forces. The costs and time associated with deburring are appreciable; therefore, it is necessary to optimize the cutting parameters, as well as the choice of the most suitable cutting tool, in order to avoid or minimize burr formation. Figure 7 schematically shows burr formation when drilling a sandwich composite with a pilot hole. The second aluminum plate cannot bear the thrust force and deforms plastically to generate the exit burr. Figure 6 shows the interaction plot for the thrust force. The principal factors, as well as the second-order interactions, significantly affect the thrust force. The tool and the cutting speed were the parameters with more weight on the thrust force. The increase in the cutting speed caused a decrease in the thrust force due to the elevation of temperature, which softens the matrix, thus reducing its strength, as reported by [15] . In general, an increase in the feed rate leads to a higher thrust force associated with the elevation of the shear area, similar to the results reported by [3] . Not surprisingly, drilling after generating a pilot hole required lower thrust force values and the higher the pilot hole diameter, the lower the force. Figure 6 shows the interaction plot for the thrust force. The principal factors, as well as the second-order interactions, significantly affect the thrust force. The tool and the cutting speed were the parameters with more weight on the thrust force. The increase in the cutting speed caused a decrease in the thrust force due to the elevation of temperature, which softens the matrix, thus reducing its strength, as reported by [15] . In general, an increase in the feed rate leads to a higher thrust force associated with the elevation of the shear area, similar to the results reported by [3] . Not surprisingly, drilling after generating a pilot hole required lower thrust force values and the higher the pilot hole diameter, the lower the force. 
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Conclusions
After conducting drilling tests in a sandwich composite using three cutting speeds (24, 48 and 72 m/min), four feed rates (0.05, 0.10, 0.15 and 0.25 mm/rev) and three drill geometries (Brad and Spur and twist drills with two and three edges), with and without pilot holes (Ø2, Ø3 and Ø4 mm), the following conclusions can be drawn: Table 5 shows the burrs formed when drilling the sandwich composite at a cutting speed of 48 m/min with various drill geometries and feed rates. The best results were obtained for the Brad and Spur geometry, irrespective of the tested feed rate. In the case of the twist drills, caps are present at the lowest feed rate and increasing the number of cutting edges leads to the formation of shorter burrs. Finally, drilling with a pilot hole results in higher burrs, as indicated in Figure 8 . 
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•
All investigated factors and second-order interactions significantly affected thrust force. The thrust force decreased with the elevation of the cutting speed (due to work material softening) and increased with the feed rate (higher shear area). The Brad and Spur drill geometry required a lower thrust force compared with the twist drills with two and three cutting edges and the presence of a pilot hole contributed to the reduction of the thrust force.
• Drill geometry and feed rate, as well as all the second-and third-order interactions, were the factors that significantly affected the burr height. The Brad and Spur geometry was responsible for shorter burrs and the presence of a pilot hole facilitated plastic deformation, thus leading to the elevation of the burr height.
